
  VK-FPL-Z VK-FPL-Z Automatic Folding Cardboard
Corrugated Carton Box Labeling Machine

VK-FPL-Z is a modif ied design based on VK-FPL. It is

specially designed for large folding corrugated boxes.

The machine is equipped with a wider carton feeding

device and conveyor belt. You only need to manually

place the stacked cartons into the feeding station, and

the machine will automatically separate each carton

and enter the labeling station one by one to complete

the labeling. Reduce the fatigue of workers; add an

automatic material receiving mechanism to collect

cartons into stacks, which is convenient for workers to

take away. 

Application:

Technical Parameter:

Model VK-FPL-Z

Labeling Speed(pcs/min) 15-30 (relate to products and label size)

Labeling Accuracy(mm) ±1.0mm

Suitable Label Size(mm) (L)10-300mm(H)10-200mm

Suitable Products Size (L): 200-1000mm, (W):200-1000mm

Machine Size(mm) (L)2900*(W)1320*(H)1650(mm)

Power Supply AC220V50Hz/60Hz

Operation Direction Left To Right Or Right To Left

Net Weight About 350Kg

Label Material Self-Adhesive Sticker, Opaque Or Transparent Label

Main Configuration:

Name Brand Origin

Servo Motor Panasonic Japan

Servo Motor Drivers Panasonic Japan

Touch Screen Siemens Germany

PLC Siemens Germany

Lable Sensor Leuze Germany

Optical Fiber Sensor Omron Japan

Conveyor Motor JSCC Germany

Speed Regulator JSCC Germany
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